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Assembly and connections of the leaf 
with integrated wicket door 
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1. Junction box mounting 

Step 7.2 (page 19) of the installation instructions 
should be carried out. 

(The safety edge operated door must therefore 
be mounted on the leaf). 

1.1. OPEN the junction box (Pict. 1). 

1.2. REMOVE the cover (1) with a screwdriver and 
a hammer (Pict. 1).

1.3. ATTACH the junction box  to the leaf using 2 
shelf drilling screws M4.2x19 provided in the 
accessory bag (Pict. 2) 

Pict. 1 
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2. Junction box wiring

2.1. The spiral cord (2) through the cable gland N ° 
1 (3) then fix it to junction box with the cable gland 
nut (4) (Pict. 3). 

2.2. PASS cable from the safety edge operated 
door (5) and the cable of wicket door device 
actuated (6) through the cable gland of entry (7) of 
the junction box (Pict. 4). FIX the cable gland (7) to 
junction box using nut (4) (Pict. 4). 

Pict. 3 
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2.3. CONNECT fine wire (brown-green-white) (8) of 
the spiral cord (2) to the wire of safety edge 
operated door (7) using the domino 3-way (9) 
according to colour (Pict. 5). 

2.4. CONNECT thick wires (yellow and grey) (10) of 
the spiral cord (2) to the wire of safety edge 
operated door (6) using the domino 2-way (11) 
according to colour (Pict. 5).

IF THE WIRING IS NOT RESPECTED, RISK 
BLOWING THE PROTECTION FUSE OF THE 
DISPLAY OF THE PLATINUM. 

2.5. ASSEMBLE the cover (12) of the box with its 
screws (13) (Pict. 6).

Pict. 5 
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3. Connection to the Control Board

  

3.1. PASS the spiral cord (2) through the cable 
gland (14) supplied in the accessory bag. ATTACH 
the cable gland on the battery door motor (16) using 
the cap gland nut (15) (Pict. 7). 

MAKE a knot behind the cable gland to avoid 
tension on the cables when the movement of the 
door 
  

3.2. PAIR (fine) wire of the spiral cord (safety edge 
operated door) with those of the domino (17) 
(Brown-Brown, Green-Green, white-white) (Pict. 8). 

3.3. CONNECT the wires (thick) of the spiral cord 
(safety edge operated door) with those of the 
domino (18) (Pict. 8). 

Carefully follow the order of wiring of 
the safety edge operated door, otherwise 
risk to BLOW the fuse of the control board 
display. 

Pict. 7 

2 

15 

14 

16 

Pict. 8 

Battery 
engine 
door

18 

17 



TRAFIMATIC Plus integrated wicket door FT EN 751 103 A
Additive installation instructions 18/03/2013 Page 8 / 11

 Document NOVOFERM - Reproduction et communication interdites sans autorisation

4. Settings door closer of the wicked door (option)

Adjustment of the gas flow of the door closer. 
Corresponds to the speed of closing of the wicket door. 

- Turn the screw N ° 1 in the direction of 
clockwise to decrease the speed of closing 
of the wicket door. 

- Turn the screw N ° 1 in the opposite 
direction clockwise to increase the speed 
of closing of the wicket door. 

Adjustment of end closure effort of the door-closer.
- Turn the screw N ° 2 in the direction of 

clockwise to reduce the end effort of closing 
of the wicket door. 

- Turn the screw N ° 2 in the opposite 
direction clockwise for increasing the end 
effort of closing of the wicket door. 

Adjustment of end opening effort of the door-closer.
- Turn the screw N ° 3 in the direction of 

clockwise to reduce the end opening effort of 
the wicket door.  

- Turn the screw N ° 3 in the opposite direction 
clockwise to increase the end opening effort 
of the wicket door. 

Use an Allen key to turn the 
adjustment screw of the door closer. 



TRAFIMATIC Plus integrated wicket door FT EN 751 103 A
Additive installation instructions 18/03/2013 Page 9 / 11

 Document NOVOFERM - Reproduction et communication interdites sans autorisation

5. Mounting of the panic bar system

5.1. ASSEMBLE lock (20) as shown in picture 9. 
PASS the double square (21) inside the lock. (Pict. 9). 

5.2. SET up the half-cylinder 40-10 (25) in the lock 
screws countersunk head screws (24) (Pict. 10).

Pict. 9 

Pict. 10 
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5.3. Insert the screws (29) into the handle (28). 
IMPLEMENT bearing (27) into the handle (28) (Pict. 
11).

5.4. Insert the screws (30) in the exterior handle (26) 
(Pict. 11). 

5.5. ASSEMBLE the handle (29) with exterior handle 
(26) with the screws (30) and (29) (Pict. 11). 

5.6. SET up the stand plate cache (31) and panic bar 
system caps (32) (Pict. 12). 

Pict. 11 
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5.7. Implement the panic bar system (34) in the 
handle (28).

5.8. ATTACH the 2nd handle (28) to the 
amount of the wicket door using the 2 drilling 
screws drywall (33). SET up 2 caps (32) (Pict. 
13). 

Resume the installation of the door in step 8 (page 22) of the installation 
instructions. 
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Pict. 13 




